MONTGOMERY COUNTY PUBLIC SERVICE AUTHORITY
CHRISTIANSBURG, VIRGINIA CONSTRUCTION STANDARDS

GENERAL NOTES:

1. THIS CONFIGURATION MAY ONLY BE USED IN SPECIAL CASES WHEN SPECIFICALLY
DESIGNED BY THE PROJECT ENGINEER AND INDICATED ON SITE PLANS.

2. ALL PIPE AND FITTINGS SHALL BE OF SAME MATERAL.
3. ALL PIPE SHALL BE OF SAME SIZE.

4. NO BENDS ARE ALLOWED IN THE LATERAL FROM THE MAIN TO THE CLEAN OUT
STACK WYE CEXCEPT AS NOTED>

S, ALL MAIN LINE TAPS ON ACTIVE MAINS SHALL BE SUPERVISED OR PERFORMED BY PSA.
. PIPING BEHIND CLEANOUT TO BE INSTALLED PER APPLICABLE BUILDING CODE.

. MINIMUM LATERAL SIZE:
4’ FOR RESIDENTIAL SERVICE
6’ FOR NON-RESIDENTIAL SERVICE

. MINIMUM COVER FOR ALL SEWER LATERALS SHALL BE THREE (3’> FEET.

PERMANENT NON-BIODEGRADABLE MARKER
AT LEAST 4’ ABOVE GRADE

PRIVATEJPROPERTY OR P.UE. STATE RIGHT OF WAY
OR EASEMENT LINE

BRASS OR CAST IRON CAP WITH 1
FINISHED GRADE =\ COUNTERSUNK HEAD TURNED UPWARD

CLEAN-DUT TO EXTEND ABOVE GROUND
PLASTIC BODY ] | >\_ A MIN. OF 3 FEET DURING INSTALLATION
CLEAN-OUT OF MAIN LINE. PLUMBER SHALL CUT

- STACK TO FINISH GRAND & REPLACE C.O.
. . & PLUG WHEN BUILDING SEWER IS
3 MIN/ST MaX. CONNECTED TO LATERAL.

CLEAN-OUT STACK _——45° OR 22 1/2° BELL & SPIGOT

(4% MINIMUM) BEND (IF NEEDED)

45° WYE & REQUIRED BEND
SDR 35/SCHEDULE 40 TEE/WYE NOT ACCEPTABLE

WYE, TEE/WYE OR
COMBINATION OF WYE &
45° BEND. FITTINGS SHALL
BE SIZED AS REQUIRED.

MINIMUM 35’ STUB 4" MINIMUM

W\ LEAK PROOF CAP. GRAVEL BEDDING
CAP TO BE SUPPORTED

FOR TESTING.

LATERAL MUST EXTEND

PAST P.UE. WHERE

ADJOINING.

MAIN LINE

REVISIONS DRAWING

NO. |DATE <09
oRiGNAL | 12/01/08 SANITARY SEWER LATERAL

1 9/01/07 (FOR SPECIAL CASES)




